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WILL-BURT ELEVATION SOLUOLIONS

PNEUMATIC LOCKING HD & SHD TELESCOPING MASTS
Designed for extended deployment periods.

-
Available in both Heavy Duty and Super Heavy Duty

models, these masts offer a light weight elevation
solution with a high payload capacity. These vehicle or
trailer mounted telescoping masts feature locking collars
that allow the mast to remain extended indefinitely
without air pressure. Full-length keyways maintain
directional azimuth and provide precise pointing
accuracy. Standard models are available in heights
from 30 ft. / 8.9 m to 134 ft. / 40.8 m with payload
capabilities up to 450 Ibs. / 205 kg.

® Maintains Height Indefinitely
= Locking collars are easy to operate

® Maintains Azimuth - Minimal Twist Deflection
= Full-length external keyways

* No Maintenance Required
= No routine maintenance required under normal
operating conditions
=5 year manufacturer warranty

HEAVY DUTY LOCKING MASTS SPECIFICATIONS

Model 7-30 7-42 10-60 14.5-80 17-100 20-134

Payload Capacity* 200 1b / 91 kg 200 1b / 91 kg 300 1b / 136 kg 400 1b / 181 kg 400 1b / 181 kg 300 1b / 136 kg
Extended Height 29ft.1in./ 89 m 41f3in./126m |59ft.9in./ 183 m 79f.9in./ 243 m 99ft.9in./ 30.4 m 133f.9in./ 408 m
Nested Height 7Tf/21m 7f.9in./23m 10ft 1in./ 3m 14ft.3in./ 43 m 17f.2in./52m 20ft.2in./6.1m
Approximate Mast Weight | 125 Ib / 57 kg 235 1b / 107 kg 3301b / 150 kg 4161b / 189 kg 4801b / 218 kg 600 Ib / 273 kg
Number of Sections 6 ) 8 7 7 8

Tube Diameter 6.75-3in./ 171-76 mm| 9-3 in. / 229-76 mm | 9-3.75in. / 229-95 mm| 9-4.5 in. / 229-114 mm | 9-4.5in. / 229-95 mm | 9-3.75in. / 229-95 mm
Collar Type Locking w/T-Handles Locking w/T-Handles | Locking w/T-Handles Locking w/T-Handles Locking w/Trip Lines Locking w/Trip Lines
Guying Required Not Required Not Required Not Required 4 way / 4 level 4 way / 4 level 4 way / 5 level

Max. Operating Pressure | 35 PSIG (2.4 bar) 35 PSIG (2.4 bar) 35 PSIG (2.4 bar) 35 PSIG (2.4 bar) 35 PSIG (2.4 bar) 35 PSIG (2.4 bar)

SUPER HEAVY DUTY LOCKING MASTS SPECIFICATIONS

Model 9-50 10.3-60 10.8-76 15.7-100

Payload Capacity* 530 Ib / 240 kg 530 1b / 240 kg 3001b/ 136 kg 5301b/ 240 kg

Extended Height 50ft5in./ 153 m 60ft.6in./ 184 m 76ft.2in./ 23 m 100ft.5in./ 30.3 m

Nested Height 9ft.2in./28m 10ft.5in./3.18 m 10f.9in./3.3m 15ft.8in./ 48 m
Approximate Mast Weight 500 Ib / 227 kg 500 Ib / 227 kg 536 1b / 245 kg 790 1b / 361 kg

Number of Sections 8 8 10 8

Tube Diameter 11.25-525in./288-135mm | 11.25-525in./288-135mm | 11.25-3.75in. / 288-96 mm 11.25-5.25in. / 288-135 mm
Collar Type Locking w/T-Handles Locking w/T-Handles Locking w/T-Handles Locking w/T-Handles & Trip Lines
Maximum Operating Pressure | 35 PSIG (2.4 bar) 35 PSIG (2.4 bar) 35 PSIG (2.4 bar) 35 PSIG (2.4 bar)

*Dimensions provided are for reference only and are not intended for vehicle design purposes. Specifications subject to change without notice. *Capacity will be affected by wind sail area. Consult factory.
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PNEUMATIC LOCKING ULTRA
HEAVY-DUTY TELESCOPING MASTS

Higher payload capacity with shorter nested height.

The Ultra Heavy-Duty Pneumatic Mast with Locking Collars delivers
an unparalleled combination of strength and rigidity in a design
that delivers the performance of a hydraulic mast at less weight
and without the need for environmentally dangerous fluids.

The Ultra Heavy-Duty mast was specifically designed for mobile
communications providing better unguyed performance at lower
nested heights - eliminating the need for an expensive tilt system.

® Strong
= Elevates heavier loads with greater wind sail area
= Greater unguyed performance

Fast & Efficient !

= Lower nested height eliminates the need for costly and - -
complicated tilt systems

= Easier to deploy in urban areas

= Safe long-term deployment with easy to operate
positive locking pins

® Reliable
=5 year manufacturer warranty
= No maintenance required
* No hydraulic fluid concerns
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PNEUMATIC LOCKING ULTRA HEAVY-DUTY SPECIFICATIONS

Ultra Heavy-Duty Mast 8-39 11.3-59 9.8-65.6 13-70 14.4-80

Payload Capacity* 980 1b / 444 kg 1200 1b / 544 kg 5301b /240 kg 1200 1b / 544 kg 1200 1b / 544 kg

Extended Height 393ft./12m 591t /18 m 65.6ft/20m 70ft./213m 80ft./243m

Nested Height 79ft/24m 113ft/34m 98ft/3m 13ft./4m 144ft /44m

Approximate Weight 607 1b /275 kg 814 1b / 369 kg 852 1b / 387 kg 9201b / 417 kg 1078 Ib / 489 kg

Number of Sections |s 7 10 7 7

e i 135in./ 3429 cm through | 13.5in. / 34.29 cm through | 13.5in. / 34.29 cm through | 13.5in. / 34.29 cm through 13.5 in./ 34.29 cm through
6.75in./ 17.15 cm 7.5in./ 19.05 cm 5.25in./ 13.34 cm 7.5in./19.05 cm 7.5in./19.05cm

Collar Type Locking with Super Pins Locking with Super Pins Locking with Super Pins Locking with Super Pins Locking with Super Pins

Maximum Operating Pressure | 35 psig (2.4 bar) 35 psig (2.4 bar) 35 psig (2.4 bar) 35 psig (2.4 bar) 35 psig (2.4 bar)

*Capacity will be affected by wind sail area. Consult factory.
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( )
PNEUMATIC SYSTEMS by Will-Burt
Will-Burt offers a variety of low maintenance oil-less air compressor systems, all specifically designed for optimal performance for use
with Will-Burt Telescoping Masts. These pneumatic systems include only the highest quality components available to ensure the system
provides years of trouble-free service.
My ¥ W & W
AC Models 5255802 5255801 902404 903193 912361
Mast Application All All All Standard All
Voltage 110VAC / 50Hz & 60Hz | 230VAC / 50Hz & 60Hz 110VAC / 60Hz 220VAC / 50Hz 220VAC / 60Hz
CFM 6.5 6.5 44 201 44
Ltr / Min | 185 185 125 bl 101
Operating -4°Fto 122°F / -4°Fto 122°F / 50°F to 104°F / 4B 1ol 318 E 50°F to 104°F /
Temperature -20°C to 50°C -20°C to 50°C 10°C to 40°C -20°C to 55°C 10°C to 40°C
Re:zntgl'(l:zfml X X Optional Optional Optional
Protective Enclosure X %
Cooling Fan X X X Xi X
Air hose w/Fittings X X X X X
Pressure Gauge X X X X X
Pressure Switch x -cut out 32 +2 psi X -cut out 32 +2 psi X -cut out 32 +2 psi X -cut out 32 +2 psi X -cut out 32 +2 psi
Current Draw 10 amp 5.1 amp 10.6 amp 4.1 amp 5.3 amp
Weight 2541b/115kg 36.41b/ 165 kg 451b / 20.4 kg 551b /2495 kg 451b / 20.4 kg
8"Wx116"Hx 8"Wx116"Hx 15"Wx 891" Hx 126"Wx9.0"Hx 15"Wx 891" Hx
Dimensions 119°D/203mmWx | 11.9°D/203mmWx | 11.61"°D / 381mmWx | 16.8°D/ 320mmWx | 11.61"D / 381mm W x
295mm Hx302mm D | 295mm Hx302mm D | 227mm Hx295mm D | 229mm Hx427mm D | 227mm H x 295mm D
— — = -
50 58 Hz M
A e | L 4 L 4
DC Models 5059901 5059902 5058501 5058502
Mast Application Standard Standard All All
Voltage 12VDC 24VDC 12VDC 24VDC
CFM 14 14 6.1 6.7
Ltr / Min 40 40 173 191
Operating Temperature | -4°F to 122°F /-20°C to 50°C | -4°Fto 122°F / -20°C to 50°C | -4°F to 122°F / -20°C to 50°C |-4°F to 122°F / -20°C to 50°C
HandHeld
Remote Control * X = =
Protective Enclosure X X X X
Cooling Fan X X
Air hose w/Fittings X X X X
Pressure Gauge X X X i
Check Valve x -cut out 15 +2 psi x -cut out 15 +2 psi X -cut out 32 +2 psi X -cut out 32 +2 psi
Current Draw 12 amp 8 amp 55 amp 30 amp
Weight 176 lbs. / 8 kg 176 lbs. / 8 kg 2981bs./ 135 kg 29 81Ibs./ 135 kg
52"Wx106"Hx92"D/ 52"Wx106"Hx92"D/ 8"Wx116°Hx11.7°D/ 8"Wx116"Hx11.7°D/
Dimensions 131mm W x 267mm H 131mm W x 267mm H 203mm W x 295mm H 203mm W x 295mm H
\ x233mm D x233mm D x298mm D x298mm D Y
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